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1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND
UTILITIES PRIOR TO INSTALLING PROPOSED SIGNAL
EQUIPMENT. IF ANY UTILITY CONFLICTS SHOULD ARISE.
THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
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) NOTE :
(RJ PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
(y) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS
A. REPDSITION SIGNAL HEAD ON MAST ARM TO F. INSTALL TRAFFIC SIGNAL HEADS ON MAST ARM.
ALIGN WITH NEW LANE CONFIGURATION.
/f " " G. INSTALL 3“ SCHEDULE 80 RIGID PVC CONDUIT
A B. INSTALL 10’ PEDESTRIAN POLE ON 18“x36 SLOTTED.
BASE WITH LED COUNTDOWN PEDESTRIAN SIGNAL }
HEAD AND AUDIQ PUSHBUTTON AND SIGNS H. INSTALL NON-INVASIVE PROBES WITHIN 3
(NOTE: 1-2” 90° PVC BEND). BAG COUNTDOWN SCHEDULE 80 RIGID PVYC CONDUIT — BORED PRIOR
SIGNAL. PUSHBUTTAON AND SIGN UNTIL TO FINAL ROAD SURFACE.
UTILITY POLE CONSTRUCTION OF THE ISLAND IS COMPLETED
NO. 561666 FOR J. SET VIDEO DETECTION ZONE AS SHOWN DURING
POWER SERVIKE C. COUNTDOWN PEDESTRIAN SIGNAL HEAD, CONSTRUCTION OF MEDIAN.
CONNECTION PUSHBUTTON, AND SIGN TO REMAIN BAGGED.
K. INSTALL HANDHOLE.
D. INSTALL 2” SCHEDULE 80 RIGID PVC CONDUIT-
TRENCHED. L. INSTALL 3” SCHEDULE 80 RIGID PVC CONDUIT
1. TRENCHED.

INSTALL OVERHEAD SIGNS ON MAST ARM.
M. REMOVE EXISTING SIGNAL HEAD FROM MAST ARM.

INSTALL 12" WHITE PERFORMED HEAT APPLIED
THERMOPLASTIC PAVEMENT MARKING FOR CROSWALK
AND 24" WHITE PERFORMED HEAT APPLIED
THERMOPLASTIC PAVEMENT MARKING FDR STOPLINE
AT THE CONCLUSION OF SIGNAL RECONSTRUCTION
AND ROADWAY OVERLAP. SEE ULTIMATE TRAFFIC
SIGNAL PLAN (SG-01).
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IN MD STD. 816.03, MD STD. 818.01, MD B18.02, AND FOR REVISION ‘D’.
MD STD. 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE 3
GRADES PRIOR TO THE INSTALLATION OF ALL PROPOSED THE CONTACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL -
SIGNAL EQUIPMENT. SIGNAL CABLES TO THE APPROPRIATE TERMINALS AND FOR MOT PHASE 5 NOTES :
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AND SAFETY. FOR FINAL PAVENENT MamCNGS. meFeR ™~ OCCUR IN THIS PHASE. . TRAFFIC ENGINEERING DESIGN DIVISION
. . TO THE PAVEMENT |
MARKING PLAN, OTHER THAN THOSE DETAILED ON THIS PLAN. 3.S16 : S, A 4. INSTALLATION OF HANDHOLES AND MD 175 (ANNAPOLIS ROAD) AT
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